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ADHESIVE
SILICONE PAD
HEATERS

Part No.	 Volts	 Watts	 Amp	 Width	 Length	 Plug Type	 Cord Length	 T-Stat

3400030	 120	 50	 0.4	 1-1/4” (3cm)	 3-1/2” (9cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F 		
								        (77-93°C)

3400118	 120	 50	 0.4	 1-1/4” (3cm)	 3-1/2” (9cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F 		
								        (132-149°C)

3400032	 120	 125	 1	 1-1/2” (4cm)	 6” (15cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F 		
								        (77-93°C)

3400119	 120	 125	 1	 1-1/2” (4cm)	 6” (15cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F 		
								        (132-149°C)

3400031	 120	 125	 1	 3” (7.6cm) Round	 3” (7.6cm) Round	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F 		
								        (77-93°C)

3400120	 120	 125	 1	 3” (7.6cm) Round	 3” (7.6cm) Round	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400033	 120	 250	 2.1	 3-1/2” (9.5cm)	 4-1/2” (11cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F  		
								        (77-93°C)

3400121	 120	 250	 2.1	 3-1/2” (9.5cm)	 4-1/2” (11cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400087	 120	 420	 3.5	 4-1/2” (11cm)	 6-1/2” (16.5cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400034	 120	 500	 4.2	 5” (13cm)	 7” (18cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F  		
								        (77-93°C)

3400122	 120	 500	 4.2	 5” (13cm)	 7” (18cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400035	 120	 1000	 8.3	 6” (15cm)	 10-3/4” (27cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 170-200°F  		
								        (77-93°C)
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Silicone Pad Heaters - Adhesive 
Silicone pad heaters are installed with adhesive mounting on smooth metal surfaces.
	 •	 Warms internal engine components for quick starts in cold weather
	 •	 Reduces engine wear by improving the flow of engine fluids 
	 •	 Use with oil and hydraulic fluids	



®

BATTERY SILICONE
PAD HEATERS

PAD HEATERS

Part No.	 Volts	 Watts	 Amp	 Width	 Length	 Plug Type	 Cord Length

3400036	 120	 60	 0.5	 5-1/2” (14 cm)	 8-1/2” (21.6 cm)	 A - Nema 5-15	 6’ - 72” - 1.8m

3400038	 120	 180	 1.5	 20-1/2” (52 cm)	 13” (33 cm)	 A - Nema 5-15	 6’ - 72” - 1.8m

3400086	 240	 60	 0.25	 5-1/2” (14 cm)	 8-1/2” (21.6 cm)	 B - Nema 6-15	 6’ - 72” - 1.8m
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3400123	 120	 1000	 8.3	 6” (15cm)	 10-3/4” (27cm)	 A - Nema 5-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400082	 240	 125	 0.5	 1-1/2” (4cm)	 6” (15cm)	 B - Nema 6-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400081	 240	 125	 0.52	 3” (7.6cm) Round	 3” (7.6cm) Round	 B - Nema 6-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400083	 240	 250	 1	 3-1/2” (9.5cm)	 4-1/2” (11cm)	 B - Nema 6-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400084	 240	 500	 2.1	 5” (13cm)	 7” (18cm)	 B - Nema 6-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

3400085	 240	 1000	 4.2	 6” (15cm)	 10-3/4” (27cm)	 B - Nema 6-15	 6’ - 72” - 1.8m	 270-300°F  		
								        (132-149°C)

Part No.	 Volts	 Watts	 Amp	 Width	 Length	 Plug Type	 Cord Length	 T-Stat

Silicone Pad Heaters - Adhesive  (continued)	

Silicone Pad Heaters - Battery	
Silicone pad heaters are placed under the battery.
	 •	 Silicone material is resistant to battery acid
	 •	 Slim design to fit in the battery box or battery tray


